1. Mic Switch

2. Speed Brake

6. Left Throttle Button

5. Pinky Switch (Invisible)

7. Slew Control

8. Coolie Hat
3. Boat Switch
4. China Hat
Direction Duration TAD TGP HUD AIM-9 MAV
Mic Switch
A .
v ° UHF Transmit
| U VHF 2 Transmit
| 2 U VHF 1 Transmit
Speed Brake
> ] Retract Brakes
[ ] U] Hold Brake Position
< . Extend Brakes
Boat Switch
| 4 . FLIR Black Hot Black Symbols
- . ccb Force Correlate /
Auto
| ] FLIR White Hot White Symbols
China Hat
R . FOV EXP Toggle Ngggﬂgg g/le Set Mav as SOI Uncage FOV Toggle
— Slave all to SPI Slave all to SPI Slave all to SPI Slave AIM-9 to TGP Slave all to SPI
. Reset Cursor Boresight TGP Cage TDC to TVV Missile Step Missile Step
<« - Slave TGP to Slave TGP to Slave TGP to Slave TGP to Slave TGP to
Steerpoint Steerpoint Steerpoint Steerpoint Steerpoint
Left Throttle Button
Toggle Autopilot
Pinky Switch
> ° Default Exterior Lights
n . Exterior Lights Off
<« . Lights according to Panel
Slew Control
s Slew TAD Cursor | Slew TGP LOS Slew TDC Slew AIM-9 Seeker /| Slew Maverick /
o Consent Consent
Coolie Hat
U] HUD as SOI
A
_ Message Quick Look
° Swap MFCD Consent
M _ MFCD Quick Look
° Cycle Left MFCD
) - Set Left MFCD as SOI
. Cycle Right MFCD
> — Set Right MFCD as SOI




